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SUMMARY
This report outlines the results of a detailed survey of the environmental condition of 43 kilometers
of the Middle Pallinup River floodway. The Pallinup is a highly degraded river and the report rests
its assertions and conclusions relative to this. The survey repeated an assessment that was made in
the Spring of 2001 and added mapping of the environmental values as they were in 2017. The aim
of the 2001 riparian condition assessment was to produce a condition map for the river, but lack of
resources prevented the completion of this. However, the core data was a comprehensive series of
155 geo-referenced Photo Points that were established to provide a means to determine medium
to long term changes.
Anecdotal evidence suggested that the 1955 flood, following close on the heels of widespread land
clearing, dramatically degraded the rivers riparian environment and established its current form.
The Middle Pallinup Floodway Condition Survey offered evidence that the Middle Pallinup River
had moved past the post-clearing high risk phase and that the changes in channel form due to the
1955 flood still define the floodway. The current form of the floodway is relatively stable with
respect to floods of the order of magnitude of the 1982 and 2017 events. Nevertheless, the
fragmented distribution of trees, predominantly Sheoak and the replacement of understory shrubs
and sedges with annual grasses, continues to weaken the floodway and erosion features indicate
this. If the frequency of the rare big floods increases these weaknesses can be exploited to aggravate
erosion and introduce more sediment into the system. This justifies re-vegetation projects to
increase the density of vegetation along the main river floodway and along the tributaries.
The primary aim of the 2017 Floodway Condition Survey was to determine whether rehabilitation
efforts in the catchment over the past two decades have made a difference to the environmental and
water condition of the river. A secondary aim was to repeat and complete 2001 riparian condition
assessment.
Water condition is a broader concept than basic water chemistry measures. It is a product of a range
of riparian attributes such as the structure of the river channel itself, in-stream and fringing
vegetation, water depth, shading, habitat types and the diversity of the aquatic and terrestrial biota
that rely on the water. For this reason, data describing these features also describes water condition,
particularly for the plants and animals that depend on the river for survival.
This report describes the character of the river and catchment and the method used to qualify and
quantify the changes that have taken place over a sixteen-year period. These changes reflect both
the seasonal and landscape pressures acting on the river and the impacts of extreme flood events.
Fortuitously, a major flood in February 2017, while perhaps obscuring the impacts of the general
pressures, also provided a means to examine the resilience of the river to a flood comparable with
the 1955 summer flood.
The following riparian ecosystem attributes are described;
•
•
•
•
•
•
•
•
•
•
•

Bank erosion
Bed scour
Channel sedimentation
Tributary influence
Type of riparian vegetation
Health of riparian vegetation
Native flora
Weed infestations
Fencing
Water quality
Fauna
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The key findings;
•

•
•
•

•

•

•

•

•
•
•

•

•
•
•

•

What stands out in the above data is that basic channel structure has remained much the
same at the majority of sites over the 16 years period, in spite of various moderate floods
and the recent major flood.
Bank, bed and terrace erosion increased only minimally over the sixteen period since 2001.
Sediment deposition increased at 37.5% of the photo point sites with fresh sediment is still
being mobilized into the river.
Tributaries are continuing to contribute excessive amounts of fresh sediment into the main
river floodway, according to their size, however reworking of existing sediment deposits
appeared to be the dominant source of mobile sediment.
Aerial image interpretation of the amount of riparian vegetation along 262 kilometers of the
main trunks of tributaries to the Middle Pallinup indicated that approximately 52% of the
length has a reasonable cover from remnant vegetation and re-vegetation. Riparian
rehabilitation along the tributaries of the Pallinup can in principle be considered to be
having a positive effect on the river in proportion to those figures.
Both the Warperup and Jackitup Creeks appeared to have substantially increased the
discharge in the Middle Pallinup River during the February 2017 flood as evidenced by large
erosion scours, large sand deposits and tree damage near the confluences.
By far the most common tree growing along the Pallinup River channel and sandy terraces
was Swamp Sheoak open woodland with Soursob and annual grasses understory. Upslope
was generally Eucalypt open woodlands dominated by York Gum, but with patches of Yates
or Flooded Gums. Jam wattle and Perennial Veldt grass dominated the understory.
Eye witness accounts of the effects of the 1955 and 1982 floods speak of a complete tree
loss along the floodway. However, numerous old and large Sheoaks along the survey reaches
suggests this scale of impact may have been more prevalent in the lower Pallinup rather
than the surveyed middle reaches. The perceived magnitude of the large floods will depend
on which part of the catchment the observer is in.
Flooded Gums showed the greatest decline in health and rising saline groundwater levels
likely to be the main cause.
There was natural regeneration of Swamp Sheoak and Jam wattles along the floodway but
there was negligible natural regeneration of Eucalypts.
Samphire response was variable with an increase at 16% of Photo Point sites and a decrease
at 39% of the photo point sites. The Foreshore survey revealed that Samphires have a
limited ability to armour the channel and terraces from erosion.
The dominant weeds observed along the lower floodway slopes of the surveyed Middle
Pallinup reaches were Soursob and annual grasses while Veldt grass dominated the upper
slopes.
Weeds of concern were African Boxthorn, Prickly Pear, Bridal Creeper and Doublegee.
The Pen-Scott foreshore condition assessment graded the foreshore as predominantly C
grade, erosion prone.
Fencing for stock exclusion to the river floodway enables germinating trees and shrubs to
become established. The left bank (northern side) had 76% protection from stock and the
right bank (southern side) had 57% protection.
Rehabilitation planting along the Pallinup main floodway has incrementally improved the
biodiversity and habitat character of the river but its contribution to improving the main
channel water condition and moderating erosion processes has been negligible (in
proportion to the amount of revegetation works along the surveyed reach). However,
fencing for stock exclusion appears to have contributed considerably to floodway stability
and hence water condition.
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Future management of the Pallinup River will be both an art and a science, an exercise in large scale
landscaping with no quick fixes.

INTRODUCTION
Project aims
Project title: Actions for the Pallinup; demonstrating improvements in water condition.
The primary aim of the project was to determine whether rehabilitation efforts in the catchment
over the past two decades have made a difference to the environmental condition of the river. This
was considered possible because various environmental data had been collected in the past.
Without some pre-existing data any assessment would be purely conjecture.
The project also included community consultation to bring together peoples’ experiences and
observations of life on the river.
It should be noted that water condition is a broader concept than basic water chemistry measures
such as salinity and pH. Many external factors determine water condition, including seasonal and
annual rainfall runoff, temperature, land use and groundwater inputs. Water condition is also a
product of a range of riparian attributes such as the structure of the river channel itself, in-stream
and fringing vegetation, water depth, shading, habitat types and the diversity of the aquatic and
terrestrial biota that rely on the water. For this reason, data describing these features also describes
water condition, particularly for the plants and animals that depend on the river for survival.
Determining trends in simple water quality parameters requires extensive baseline data, typically
spanning all seasons for at least 5 to 10 years. The reason for this is that water quality is so highly
variable in rivers that basing conclusions about trends on a handful of measurements is unreliable.
It was realized that establishing a cause and effect relationship between on-ground stream
rehabilitation works and the condition of the aquatic environment of the Pallinup River would be a
challenge since the catchment is large (5000 square Km) and the available data was not
comprehensive. In addition, factors such as changes in land use, groundwater and the occasional
large flood have played critical roles in the evolution of the river and could mask steady
improvements due to rehabilitation works.
The focus of the 2017 river floodway condition survey was the Middle Pallinup between the
Gnowangerup-Tambellup and Chester Pass Roads, approximately 43 kilometers, following the main
channel of the river. The direct distance is 34 kilometers which shows that the floodway is only
moderately meandering. The Middle Pallinup experiences most of the environmental pressures that
now characterize the waterways in the catchment.
Community actions to help protect the riparian environment of the Pallinup River gained
momentum in the 1990's. Federal and State grants were obtained and this has helped landholders
to undertake extensive rehabilitation works. A large project in the early 2000's directed
approximately $1.2 m into fencing to control stock access and re-vegetation of degraded areas. A
critical question was posed; have these works made a positive difference to the state of the river?
The question, 'have things improved?' is straightforward, but a definitive answer is more difficult
to obtain. The large size of the catchment and the relatively small proportion of rehabilitated land
area have meant that positive improvements would initially be localized. In addition, the high
degree of volatility in river processes means that fundamental changes cannot necessarily be
detected in the short term. Periods of more than 10 years are required to monitor progressive
changes and that requires sufficient information about what the conditions were before
rehabilitation efforts were commenced.
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Nevertheless, the investment in water condition improvements needs to be justified and that means
monitoring the outcomes of on-ground works rather than just short-term project outputs. To
attempt assessing change a monitoring method needed to be developed and that would be based on
the available data. An understanding of the physical character of the river is also a prerequisite for
considering what has changed.

The nature of the Pallinup River Catchment
The Pallinup River drains one of the larger river catchments along the South Coast of Western
Australia between Walpole to the west and the Nullabor in the east. A network of converging
tributaries consolidates into a dominant trunk or floodway, a short distance south west of the town
of Gnowangerup. The river then follows a sinuous course for approximately 165 Kilometers from
the inland watershed to the wide expanse of Beaufort Inlet. The Inlet, which is the end expression
of the Pallinup River, is a broad, shallow sand bar controlled inlet that is closed to the ocean for most
of the year. This only opens when floods raise the water level sufficiently to overtop the bar. The
breaking of the bar can be a rapid and spectacular event.
The overall elevation drop from the watershed on the Yilgarn Plateau is about 300 meters, apart
from the much higher watershed along the ridges of the Stirling Range. There are several large
tributaries entering the river, mainly from the northeast side and these have their own specific
character that reflects the changing topography on the way to the coast.

Figure 1: The main trunk of the Pallinup River

Bed slope is an important factor determining the power of flood flows in any particular reach and
hence its capacity to erode the channel, transport sediment and impact riparian vegetation. The
Pallinup River can be roughly divided into six zones based on general bed slope (Figure 1 and Figure
2).
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These zones are;
1.
2.
3.
4.
5.
6.

The upper tributary network with short, relatively steep reaches.
The middle-upper reaches where the bed slope is relatively uniform.
The middle-lower reaches that are marginally steeper.
The lower reaches with variable slope
The terminal reaches with a significantly steeper slope, but a stable rocky bed.
The broad, flat waters of Beaufort Inlet.

Figure 2: The bed slope of the Pallinup River main trunk (Note: the vertical scale is highly exaggerated).

Hydrology
Flows in the Pallinup River are slight for most of the year and a low flow channel has been formed
in the base of a wider floodway. This is referred to as the active channel in this report. The floodway
can confine moderate to large floods such as may typically occur within a ten to twenty-year period.
Very large floods occur when storm rainfall exceeds 150 mm in a short period of time and typically
during the summer months, but these have been less common. Hydrographers refer to a 1 in 100year flood event meaning that there is a 1 in 100 chance of such a massive flood occurring in any
one year. Another way to view this is that on average, a flood of this magnitude is only likely to occur
once a century. The large floods reveal the true range of the rivers influence in the landscape and
this can extend hundreds of meters out from the main channel onto a floodplain that is high, dry
and cropped or grazed for most of the time.
The Department of Water and Environmental Regulation website provides data on river gauging
sites throughout the state. The record of river discharge for the Pallinup at Bull Creek a short
distance downstream of the Chillinup Road, commenced in June 1973. The daily total river
discharge in the big flood of 1982 was calculated to peak at over 50,000 Megaliters (ML) on January
22. A daily discharge of 50,000 ML is approximately equivalent to the volume of water in an Olympic
Pool passing the gauging site every 6 seconds. The flood of 2017 peaked at over 48,000 ML on
February 14. The two floods were comparable, although landholders upstream considered that the
2017 flood was more severe than in 1982. The size of a flood at any point on the river is also
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dependent on where the storm rainfall fell in the catchment and hence how individual properties
were affected.
Over millennia floods have formed and maintained pools several hundred meters or more in length
with a number over a kilometer long. These are generally wider than the meandering channels in
between, up to 50 meters wide in places. Along the Middle Pallinup they are now generally less than
two meters deep and some pools have been completely filled in. Anecdotal evidence indicates that
prior to extensive land clearing, the larger pools were much deeper, perhaps 4 to 6 meters or more
in some cases.
The changing condition of the Pallinup River can be understood in terms of two scenarios.
•

•

The first scenario consists of decades of time during which seasonal flows stay at low to
moderate levels. The floodway structure and ecosystem stabilizes to handle this low to
moderate discharge and the general seasonal influences and activities in the broader
landscape.
The second scenario is the inevitable, but unpredictable occurrence of very large floods.
These short-lived episodes have the capacity to rapidly exploit any structural weaknesses
in the bed and banks of the active channel banks and the adjacent floodway slopes. In other
words, they can cause massive erosion, tree felling and movement of sediment into and
along the river system. The 1914, 1955, 1982 and 2017 floods were of this magnitude. The
river will then work to recover some equilibrium over the ensuing years.

Floodway structural change
The Pallinup is a highly degraded river and this report rests its assertions and conclusions relative
to this. Extensive land clearing for agriculture during the twentieth century irreversibly altered the
pre-European settlement hydrology of the catchment as well as the channel structure and the
distribution and diversity of native plants and animals.
The native vegetation controlled the quantity and speed at which storm water moved down the
catchment. It exerted a strong control over the physical architecture of the waterways. In the
decades following land clearing, the river system began adjusting to the new pattern of storm water
runoff from the landscape and ground water inputs. The effect of this has been to gradually alter the
size and form of the channels. This process is observed in the pattern of erosion and sedimentation
along the floodway and the condition of the vegetation. Floods act as if to 'straighten' and widen the
existing active channel.
The soils of the Pallinup catchment are generally considered 'heavy', that is high in clay with a
surface horizon of sand. Deeper sands can be found on some of the floodplain areas and soils are
prone to be water repellant (1). Storm water quickly runs off this surface in the absence of the dense
deep-rooted native vegetation that originally intercepted, retained and slowed the runoff. This
allowed freshwater pools and wetlands to exist across the surface landscape and along the
waterways. Some of these freshwater features still exist. Rainfall infiltrating past the root zone and
down to the saline water table has caused the groundwater to rise bringing salt stored in the lower
soil horizons closer to the surface leading to many tree deaths.
In 1841 explorer Edward Eyre noted that the waters at the lower end of the catchment were
moderately salty and he expressed the hope that they would be fresher upstream. In fact, water
quality investigations have shown that many south coast rivers tend to be saltier in their upper
reaches and become progressively less saline downstream. This is related to the influence of saline
groundwater input at the southern edge of the Yilgarn Plateau onto which the headwaters of the
Stuart-Street, A, and Marold, R. (2009), Tambellup-Borden land resources survey. Department of Agriculture
and Food, Western Australia, Perth. Report 21.
1
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river extend. Rainfall also decreases with distance from the coast and evaporation increases leaving
salt exposed in the landscape. The Pallinup River is a naturally saline system, but as with any
ecosystem it can be healthy or unhealthy. Increases in the salinity of the river can only be surmised
since there is insufficient historical water quality data to detect a trend.

Erosion and sedimentation
Loss of native riparian vegetation, especially understory species, has made the flood plain and
floodway soils prone to erosion and the bed and banks appear to have been the main source of
sediment, particularly in the middle reaches of the river. Minimum tillage measures introduced in
the latter half of the twentieth century has to some extent reduced surface soil loss. This, it may be
assumed, has reduced sediment inputs from the valley slopes. Nevertheless, several very large
summer floods have resulted in massive amounts of sandy sediment being dumped into the
floodway and this 'horizontal avalanche' is compromising the extensive river pool system that
defines the primary aquatic environment of the river. In the lower reaches the river has cut down
to the underlying granite basement rock and this has limited bed deepening.
Long sediment slugs are features of the Pallinup River, including its tributaries and these alternate
with reaches where the bed and banks are intact, but scoured. Tributaries are also a source of
sediment, but the proportion is unknown. For this reason, re-vegetation of the numerous minor
creeks as well as the main channel, are an important tactic for helping the river to move to a stable
balance between sediment transport and channel and pool development.

Floodway structure of the Middle Pallinup River
The foundation of the Middle Pallinup River floodway is a granite basement at shallow depth
overlain by weathered rock and clay. The river is said to be geologically controlled. Rock outcrops
become more frequent and extensive in the downstream direction. Many common river features
exist within a wide (typically 100 - 200 meters wide) and shallow floodway.

Figure 3: Key structural features of a floodway (vertical scale exaggerated).

The floodway can confine moderate to large floods and has been shaped by those floods. The
following features, defined below, characterize the survey area.
•

An active channel: This is the channel occupying the lowest part of the floodway and is
defined by low river flows. Typically, it consists of a shallow sandy bed and steep, but low
banks and it also includes river pools.
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•

•

•
•

•
•
•
•
•

Narrow river pools: Distinctive reaches of the active channel and are marked by a line of old
Sheoak trees along one or both banks. Most of these pools have been filled in with sediments
and are typically less than 1 - 1.5 meters deep.
Wide river pools: Distinctive open water reaches up to 50 meters wide and several hundred
meters in length with some over a kilometer long. These may have been up to 5 or more
meters deep in the past, but are now generally less than 2 meters deep.
Flood terraces: These range from narrow benches that form the banks of the active channel,
to high terraces of varying sizes that may be cropped or grazed.
Flood bypass channels: Shallow swales where flood waters take a shorter route across
bends or they may be the remnant of an old river course. They may divide terraces into
parallel ridges.
Flood scours: Deep trench-like holes adjacent to the active channel or on terraces,
particularly in areas with sandy soils.
Sand plumes: Large accumulations of sand common along the active channel and adjacent
floodway.
Bare scours: These are areas usually along the active channel that have been stripped bare
of top soil and vegetation during floods.
Perched wetlands: Shallow ponds on flood terraces with heavier soils.
Saline seepage areas.

Examples of these features are shown in the following set of photographs.

Figure 4: A typical view of the main floodway, the active channel being a narrow pool with a narrow flood bench
and high terrace top right. Moderate floods are confined within this area, but very large floods overtop onto the
high terraces.

Figure 5: A flood bypass or secondary channel. These are only active during a flood. If these channels have
become the main active channel they are referred to as avulsions.
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Figure 6: An old meander bend on the right side, now cut off and in-filled. Samphires have colonized the channel
and survived the 2017 flood because the wide terrace distributed the power of discharge.

Figure 7: Reaches with narrow low flow channels (less than 10m wide) are common along the river and alternate
with reaches with a wide, shallow active channel. The broad flat valley floor in which these meandering channels
occur allows floodwaters to pass over the top with minimal disturbance. Structural weaknesses in the bank can
be exposed as can be seen in the above photo.
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Figure 8: Bed scour. The underlying weathered rock and clay bed of the river is resistant to floods, but is prone
to be scoured clear of topsoil and vegetation. This level of bed erosion was not common.
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Figure 9: The above photo shows one of the few reaches where active bed deepening is occurring. In this case
floods have been sufficient to cut off a meander bend (right background) to create a new active channel. Floods
act as if to 'straighten' and widen the existing active channel. The short duration of the flooding means this
process is not yet fully completed.

Figure 10: A flood scour on a terrace. These are prominent where the soils are deeper sands or loams. Flood flows
do not pass over floodplains in an even manner, but will act to create a new channel. The Sheoak regrowth
indicates that it is an old flood feature, possibly 1982 that was only minimally impacted by the 2017 flood.
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Figure 11: Low flow channel on an infilled pool. Large amounts of mobile sand in the system tend to thwart
formation of a narrower, deeper channel and cause low to moderate flows to shift the shallow flow path back and
forth across the riverbed.

Figure 12: Landholder Peter Hanbury takes advantage of the February 2017 flood waters that extended over 200
meters from the main channel onto a high flood terrace. (Photo courtesy of Lyndall Hanbury)
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Figure 13: A sediment choked reach demonstrates the accumulating impacts from upstream and the weakness
of the sparse fringing vegetation in the face of powerful floods.

Figure 14: A shallow pond perched on a terrace above the active channel and fed by local rainfall runoff. The
salinity of these pools varied from fresh to saline, but not as saline as the main river flow.

Figure 15: A fence on an upper flood terrace impacted by debris pushed against it during the 2017 flood.
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Historical Data
There is a substantial body of data on the ecological and hydrological character of the Pallinup River
catchment. These have largely been a product of isolated projects and various agency initiatives
from the mid 1970's on. However, there is no overarching framework that provides a means to tie
the data sets together in a way that can consistently track changes in water condition over time.
The following data sets are available;

Aerial imagery
This data set is available in general form through software such as Google Earth and in a more
accurate and precise form, as GIS underlays. The aerial mosaics provide a means to determine,
through desktop analyses, a holistic understanding of the state of the waterways. A certain amount
of condition information can be extracted from the aerial imagery with the help of ground truth
surveys. There are limited historical aerial images prior to the previous large flood of 1982 and next
to nothing before broad scale land clearing.

River flow gauging
A long-term flow gauging site is situated at Bull Crossing downstream of Chillinup Road and this
was established in the mid 1970's. At the time of writing, the Department of Water and
Environmental Regulation formerly known as the Water and Rivers Commission and then the
Department of Water, manages the site. The data from this facility provides information about the
discharge and pattern of water flow from the catchment and the size and frequency of various flood
levels. Water quality data has been collected over recent years. Once 5 - 10 years of data has been
gathered, this can provide a sufficient baseline dataset against which to track future trends.
However, the state of various ecological components, such as the riparian condition, is not revealed
in any analysis of flow gauging data.

Distributed water quality data
Water quality data was collected at 13 sites distributed around the river system in the period 1998
- 2000. The sites were along the main trunk of the river and at several of the major tributaries. A
local community member was engaged to undertake the monitoring and was provided with training
and supervision. The data provided an indication of the differences in basic water chemistry
between sub-catchments and the variations along the main river trunk. Since the data only spanned
a two-year period and given the variability in water quality over the years, it cannot be confidently
used to gauge changes in the medium term (5 - 20 years). It provides a minimal baseline data set,
somewhat better than a one-off snapshot.

Aquatic biota data
Biological data was collected at 8 sites in the period 2007-2008 by researchers at UWA's Centre of
Excellence in Natural Resource Management (CENRM). The data consists of macro-invertebrate and
fish sampling as well as associated water quality measurements and riparian condition assessment
at the sites. The data provides a snapshot of the type of aquatic life living in the river at the time and
this reveals something of the overall condition of the water and health of the riparian zone, but only
at the specific sites. The sites were not directly attached to rehabilitated areas. It provides a minimal
baseline data set.

River floodway structure
A series of 173 Photo Points was captured along 46 kilometers of the Middle Pallinup River
floodway in 2001. This survey was called a River Photo Audit. A few sites were revisited and rephotographed after a moderate flood a month later and it was established that the photo points can
provide valid information about changes to the floodway structure and stability including, erosion,
sediment movement and general changes to the riparian vegetation. Such assessment methods are
well within the capacity of the local community to use as a measure of rehabilitation success
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provided they are carried out systematically and are well archived. 155 sites between the
Tambellup - Gnowangerup and Chester Pass Roads, a distance of 46 Kilometers, were chosen from
this set for the 2017 survey.

Ground water bore monitoring
Numerous piezometers located across the upper catchment landscape provided information about
groundwater salinity, but individual bore data may or may not be useful for monitoring the impacts
of local rehabilitation projects. A DAFWA Technical report (2) indicates stable to rising groundwater
trends on the Hydenup plain and in the Jackitup catchment over the 2001 to 2012 period.

Gondwana Link
This broad landscape scale project has resulted in the collection of a large body of information about
the plants and animals in the lower Pallinup River catchment. It also provides valuable insight on
how to undertake rehabilitation and to evaluate environmental success. The type of data is wide
ranging from bird populations to aquatic macro-invertebrates. The lower catchment has substantial
areas of healthy remnant bush and the quality of the riparian zone of the river is generally better
than the upper and middle zones.

Tributary rehabilitation projects carried out through the NSPNR Inc
These sites are scattered throughout the catchment and can provide useful information about what
worked and what did not. Subsequent assessments of environmental progress at these sites can
provide a valuable indicator of project success locally. While these works contribute positively to
the river in principle, the degree of improvement is difficult to gauge.

SURVEY METHOD
"As time has gone by it's my belief that the water quality has gone down and it's getting more nutrients
into the river. It seems to me that each year on the opening rains, if we have a big rainfall event, the
first flush of water seems to be a little bit dirtier than the one before. That doesn't happen every single
year, but we seem to be getting more algae and so on into the river and things are certainly changing
... not for the better" Charlie Hick - Stories of the Pallinup River and Beaufort Inlet 2002.

Survey location
The upper Middle Pallinup was chosen for a field based survey of floodway stability and riparian
vegetation health, and for one primary reason; a comprehensive Photo Point data set had been
collected there in late 2001. This consisted of 173 geo-referenced points that reveal the erosion and
sedimentation status of the bed and banks as well as vegetation cover (Figure 16).
The crucial advantage of photographic images along river reaches is that they capture a level of
detail that is not easily recorded by simply making notes. Nevertheless, notes can record things that
a photograph cannot. The two methods of collecting information complement each other and both
were employed in the 2017 survey.
The 2001 survey was a reconnaissance level inspection from the upper river reaches all the way to
Beaufort Inlet. The results were published in a report titled, The State of the Pallinup River and
Beaufort Inlet (2003), by the then Water and Rivers Commission. The general information gathered
was for the most part inadequate as a baseline for tracking changes to the main river trunk.
However, the series of Photo Points were taken provided a means to assess changes over the
subsequent 16-year period and the relative impacts of the 2017 flood. The large number of PhotoRaper, GP, Speed, RJ, Simons, JA, Killen, AL, Blake, AI, Ryder, AT, Smith, RH, Stainer, GS and Bourke, L 2014,
‘Groundwater trend analysis for south-west Western Australia 2007–12’, Resource management
Technical Report 388, Department of Agriculture and Food, Western Australia, Perth.
2
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Points meant that both qualitative and limited quantitative statements could be made about the
condition of the main channel along 43 kilometers. By repeating this survey exactly in 2017, reliable
statements could be made about what specific changes had taken place over the subsequent 16year period. Besides repeating the photo audit, a foreshore condition assessment was also
conducted.
The large flood of February 2017 offered advantages and disadvantages for the river condition
survey that had been planned in 2016. The disadvantage was that incremental improvements along
the floodway since an initial survey in 2001 could have been obscured by the recent flood impacts.
The advantage was that the structural integrity and resilience of the riparian corridor could be
assessed. Although any observed resilience cannot be decisively attributed to rehabilitation efforts,
the assessment provided a way to track changes and to define and prioritize future management
actions.

Assessment parameters
The aims of the 2017 survey were to;
• Repeat the 2001 Photo Point Audit between the Gnowangerup-Tambellup and Chester Pass
Roads. These Photo Points form a set of representative sites. The 155 Photo Points (Figure
16) were considered sufficient to make reliable and defendable statements about river
condition along the upper-Middle Pallinup. The before and after images would then be
compared using a set of distinguishable riparian features.
• Undertake a Foreshore Condition Assessment (FCA) using the Pen-Scott rating, to give an
overview of the general condition of the floodway and also to identify areas of better quality
or severely degraded riparian vegetation.
• Investigate the impacts of the 2017 flood from tributaries, at their confluence with the main
river channel.
• Determining basic water quality measurements of Electrical conductivity (salinity), pH and
temperature. These would be collected upstream, downstream and within creek or drain
confluences. The information would be added to the water quality data being collated by the
Centre of Excellence in Natural Resource Management at the UWA campus in Albany, for
analysis.
• Record other relevant riparian features on aerial images of the river at a scale of
approximately 1:6000. Features would include fence condition, woody weed types and to
determine how the environment of the Pallinup River has changed between 2001 and 2017
and whether the impacts of rehabilitation work have made a difference, a set of attributes
of water condition was chosen. These were; overall floodway stability, native vegetation
health, river pool form, bank erosion, sedimentation, secondary salinization, habitat
diversity and weed infestation. These have a direct influence on water condition.
The active channel was considered of primary importance for the survey, since that is the dominant,
aquatic environment of the floodway. The active channel here means the low flow channel and the
adjacent banks and benches. Flood terraces upslope of the active channel were also recognized as
important features of the riparian zone, coming under the influence of moderate to large floods as
well as other landscape pressures such as secondary salinity, weed infestations and stock impacts.
The attributes of interest are difficult to quantify in an exact way for an entire river reach. The
approach was to score the change in the various floodway attributes at each Photo Point relying on
the large number of Photo Points to adequately represent the river.
Appendices 5 and 6 show the field data recording sheets that were used in the 2017 survey.
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Figure 16: The distribution of the 155 photo audit points repeated in this survey for comparison with the images taken at the same locations in 2001
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Photo Audit comparison and scoring
The original 2001 set of Photo Point images consisted of single frame prints developed from film.
The prints had been scanned at 150 dpi resolution and were available, but the prints and negatives
had eventually been mislaid. At that time digital cameras produced only low-resolution images. The
2017 audit emulated the single frame views, but also took advantage of new digital software to
capture both single and panoramic images at each of the Photo Points (Figure 17). The 2017 survey
targeted 43 kilometers of floodway with 119 Photo Points representing the active channel and 36
Photo Points representing flood terraces, making a total of 155 assessable sites (Figure 16).
The limitations of images are to do with the quality of the photos (resolution) and whether each
image field of view truly represents the reach at the Photo Point and likewise, whether collectively
they represent the character of the river. The matter of representativeness was dealt with in 2001
by establishing 4 - 5 Photo Points per kilometer of river channel and by not being too biased in
choosing sites. The 2001 Photo Audit image sites were chosen to represent conditions in the low
flow channel, adjacent banks and benches and some upslope flood terraces. They were taken with
the foreground in mind out to around 100 meters, although the background was also considered
when framing the image.
The 2001 Photo Points had been geo-referenced using a handheld GPS unit and the coordinates
were uploaded to Garmin 64 units to facilitate relocating the sites. Prior to 2001, Handheld GPS
units had a location error of about 200 meters, but this had been reduced to around +/10 meters by
mid-2001 allowing the audit to be undertaken.
The Minolta camera used in 2001 had a wider-angle lens, but settings were not recorded at the time.
A Nikon D60 using an 18mm focal length zoom was used for the 2017. In addition to attempting to
duplicate the 2001 field of view, photos were taken to the left and right at each site, so that a
panoramic view could be formed using image stitching software (Figure 17). A backup image was
taken as well, using an iPhone 7 that could automatically create a wide angle, panoramic view. This
helped confirm the location of the Photo Points and clarify peripheral features only partly observed
in the 2001 images.
The Photo Point images for each site were paired for comparison and these can be viewed in
Supplementary documents 1.1 to 1.8 to this report.
Photo Point image pairs for 2001 and 2017 were examined one by one after the field survey was
completed and scores for changes in channel form were allocated as consistently as possible. Each
image contained information about various distinct riparian attributes of the river that are relevant
to the form and stability of the floodway and to the nature of the riparian vegetation. The chosen
attributes of change which could be scored were;
•
•
•
•
•
•
•

Bank erosion
Bed erosion
In-stream sediment deposition
Tree condition and loss
Tree and shrub regeneration
Samphire presence and changes
Presence of dead wood (logs and snag piles)

The key question regarding each of these attributes was;
What had changed from 2001 to 2017?
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Figure 17: The Photo Audit image sets. A Nikon D60 DSLR was used to take a left, middle and right unstitched
panorama sets of photos and an iPhone7 was used to take backup in-camera panoramas.

Two levels of scoring the comparative images were adopted for each attribute to determine of
change in a way that would give some confidence in the conclusions (Table 1). The first was a semiquantitative estimate, either there was an observable change in an attribute or there was no change.
The second scoring category was a value judgment as to whether the change could be perceived as
an improvement, inconsequential or a deterioration from an ecological perspective.
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Table 1: The two levels of scoring change in the photo audit images.

Quantitative change

Score

Ecological value change

Score

Much more

+2

Noticeably improved

+2

Some increase

+1

Some improvement

+1

Much the same

0

Much the same

0

Some decrease

-1

Some deterioration

-1

Much less

-2

Noticeably deteriorated

-2

The reason for this scoring division is that quantitative changes may be understood as either
beneficial, neutral, or detrimental. For example, an increase in both bank erosion and sediment
deposition may simply represent the reinstatement of a 'natural' channel structure that had been
previously compromised. Likewise, an increase in logs or snag piles in a sediment-filled river pool
could represent a favorable improvement in habitat diversity. Conversely, logs and snag piles could
also put healthy trees at risk by increasing the force of flow against them during the next big flood
and therefore be a liability.
The change scoring was kept simple and each pair of images was discussed to come to a consensus
on the scores. The terms some improvement and noticeably improved and their opposites are even
more subjective in their assessment than quantitative changes, but it was felt that the scoring
provided a valid statement about whether the overall structure of the floodway at each Photo Point,
was intrinsically different from 2001.
As an aside:
It is suggested that because digital image processing and analysis technology is advancing at an
astounding rate, the future for more detailed ecological assessment using more sophisticated
Photo Points will be an area worth considering for monitoring purposes. New technologies
include, higher resolution aerial imagery, digital laser elevation imagery, Point-clouds and
multi-spectral analysis.

Foreshore Condition Assessment
The target survey reaches for 2017 were mapped into left and right bank vegetation patches and
active channel sections based on similar appearance on aerial imagery (Figure 18). There were 167
vegetation patches and 77 active channel sections assessed over the 43 kilometers of river
surveyed. Assessment of the various attributes of foreshore condition was made for each vegetation
patch and active channel section. How these were categorised can be seen in the copies of the
assessment proforma (Appendices 5 and 6)
Table 2: Attributes assessed during the survey for each vegetation patch and each channel section.

Vegetation patch attributes
Vegetation description
Cover, species diversity, health, weed
cover, recruitment
Dominant species present
Main weed species present
Wildlife, native & feral
Fencing category
Pen Scott category (Appendix 4)

Active channel section attributes
Dominant channel form
Dominant channel shape
Sinuosity
Bank condition
Bed stability
In-stream habitat
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Figure 18: An example of vegetation patches that were assessed for the survey.

CHANGES TO FLOODWAY STRUCTURE
The summary results for structural changes to the active channel and flood terraces are presented
below in graphical and tabular form. The graphs and tables with Photo Point change scores show
the distribution of Photo Points by distance downstream from the old rail bridge near the
Gnowangerup-Tambellup Road and the corresponding change scores. The 2017 foreshore
assessment results are similarly graphed against distance downstream from the old rail bridge near
the Gnowangerup-Tambellup Road.
The Photo Audit images for the Pallinup River 2001 and 2017 can be viewed in supplementary
documents to this report, Supplements 1.1 to 1.8.
Table 3: Channel quantitative change scores.

Bank Erosion

Bed scour

Sediment
deposition

In-stream logs

Flood snag
piles

No.
sites

%

No.
sites

%

No.
sites

%

No.
sites

%

No.
sites

%

Much more
Some increase

2
13

1.7%
10.8%

16
18

13.8%
15.5%

19
26

15.8%
21.7%

6
14

5%
11.7%

21
35

17.5%
29.2%

Much the same

103

86%

81

69.8%

67

55.8%

98

81.7%

63

52.5%

Some decrease
Much less

2
0

1.7%

1
0

0.8%

4
4

3%
3%

1
1

0.8%
0.8%

1
0

0.8%

No of Photo Points

120

116

120

120

120
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Table 4: Ecological change value judgment scores.

Bank Erosion
No. sites

3
106
10
1

No of Photo Points

120

Sediment deposition

%

No. sites

%

No. sites

%

4

11
95
5
1

3.4%
9.5%
81.9%
4.3%
0.8%

2

2.5%
88.3%
8.3%
0.8%

1.7%
4.2%
72.5%
12.5%
9.2%

0

Noticeable improvement
Some improvement
Much the same
Slightly worse
Noticeably worse

Bed scour

116

5
87
15
11
120

What stands out in the above data is that basic channel structure has remained much the same at
the majority of sites over the 16 years period, in spite of various moderate floods and the recent
major flood. Bank erosion appeared to have increased at 12.5% of Photo Point sites, however in
terms of ecological change there were only 9.1% of Photo Point sites where this represented an
ecological deterioration. This is because much of the erosion was simply reworking the existing
sediment deposits. Bed scour increased at 29.3% of Photo Point sites and many of these were scored
as an ecological improvement being pools that were deepening.
Sediment deposition showed the greatest
change with an increase in 37.5% of Photo
Point sites and 20.5% rated as ecologically
worsened.
The foreshore condition survey supported
this assessment with the highest number of
channel sections having significant sediment
deposition and minimal number of sections
where scouring was occurring.
Figure 19: Active channel section bed stability –
2017 survey

The authors consider that the Photo Audit successfully captured the general channel and flood
terrace condition of the river along the target reaches. The Photo Point comparisons showed that
the structure of the active channel had not changed significantly at most of the sites. The adverse
impacts of the recent flood were obvious to look at, but largely consisted of damage to trees along
the active channel. Sediment movement and redistribution was also obvious, but overall levels
appeared much the same as in 2001.
The survey results confirmed the assertion that the greatest threats to the condition of the river are
infilling of the extensive river pool system, loss of understory plant species diversity and
replacement of these with weed species that puts pressure on native plant and animal species
including birds. Increasing salinity and excess nutrients are also factors affecting the ecological
values of the river. The impacts of sediment and silt infilling on the ecology of river pools are:
•
•
•

Reduced habitat diversity, simplifying the bed structure and destabilises the important
interface between the water column and the bed.
Shallow pools lack the greater range of waters temperatures that certain organisms require.
Water temperatures in shallow pools are hotter in summer and this favors algal growth,
mosquitoes and the pest fish species Gambusia. Loss of shade trees and shrubs along the
banks also allow water temperatures to increase.

22

Actions for the Pallinup: Middle Pallinup Floodway Condition Survey - 2017
•
•

The high surface area to volume ratio allows evaporation to increase the salinity of the
water compared with deeper pools and some pools may dry out altogether.
Native fish become more visible to predators against the pale bed backdrop.

Channel Bank erosion
Sites with the greatest increase in bank erosion occurred in the lower third of the surveyed part of
the river, however intermittent bank erosion had occurred at sites downstream of Willemenup
Creek (Figure 20). The Foreshore survey revealed that there are some reaches with banks that were
more recently and seriously eroded, but these were relatively localized as 'hot spots'. Examples of
highly impacted hotspots are shown in Figure 22. The erosion 'hotspots' are; several incised
(trench-like) meander bends in the upper reaches between the Gnowangerup-Tambellup Road and
Formby South Road, the confluence areas of Jackitup Creek and Warperup Creek and the broad,
shallow reaches downstream of Magitup Road. The scores indicate that bed scour has increased
much more than bank erosion, but only slight. Banks appear to be relatively unchanged despite the
degraded state of the river.

Figure 20: Change in bank erosion from the Photo Point comparison and bank erosion from the 2017 survey.

Figure 21: Panoramic view of a small bank scour on a bend of the river created by the 2017 flood.

23

Actions for the Pallinup: Middle Pallinup Floodway Condition Survey - 2017

Figure 22: A meander bend on the northern side of the river that was somewhat worse for wear after the February
2017 flood.

Figure 23: Bank erosion on the southern side of the river that may eventually undermine the old Sheoak.

Secondary Channels
Secondary channels that run parallel with the active channel are common along the river. These are
flood routes that cut across bends in the floodway or run parallel to the active channel. They can
take pressure off the low flow channel by distributing the power of the flood. This helps to explain
why many reaches with a narrow low flow channel appeared only lightly impacted. There are a
number of elevated channels, away from the main channel, that only carry flows during large floods.
Some of these have characteristics that suggest they may once have been the main river channel
(Figure 6: An old meander bend on the right side, now cut off and in-filled.).
Avulsion is the natural process by which flow diverts out of an established river channel into a new
permanent course on the adjacent floodplain. Meander cut-offs or flood bypass routes are examples
of the avulsion process. In the case of the Pallinup River the formation of avulsion channels has been
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initiated in numerous reaches, but has not been completed sufficiently to create a new dominant
channel (Figure 24). Nevertheless, in a number of reaches along the river the current active channel
appeared to have had its origins in a flood avulsion. The age of these was indeterminate, but one
recent (post 2001) meander cut-off avulsion can be seen in Figure 25. The Photo Point comparison
indicates that in 2001, the low flow passed along the old meander behind Photo Point PALL037.
Now the bypass channel has cut down sufficiently to become the main channel and the low flow
meander is cut off and no longer flowing.

Figure 24: Flood bypass routes (avulsion formation). The view above shows a flood bypass channel (left)
reentering the active river channel (right).

New channel

Figure 25: Photo Point PALL037 which was only a flood
bypass in 2001 (top left) but has since deepened to
become the main channel (top right). The original
meander is now cut off (aerial image left).

Original low
flow
meander

Flood terrace erosion and sedimentation
The condition of flood terraces, including flow bypass routes and scours tell us something about the
stability of the wider floodway. The table below and the graphs show that despite the C grade
condition of the terraces and upper slopes and floodplains, there has been negligible change over
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16 years despite having been impacted by a flood comparable with the one that occurred in 1982.
Nevertheless, some reworking of these areas was observed. Some of the higher terraces were coated
with a thin layer of silt rather than sand suggesting low water velocities that allowed the fine
suspended material to settle out.
The conclusion, based on the Photo Point comparisons, is that the terrace areas are relatively
stable, although weakened by the dominance of annual weeds.
Table 5: Flood terrace quantitative change scores

Erosion scour
No.
sites

Much more
Some increase
Much the same
Some decrease
Much less
No of sites

0
0
35
1
0
36

Sediment
deposition

%

No.
sites

97%
3%

0
6
30
0
0
36

%
17%
83%

Flood snag
piles

Logs
No.
sites

0
3
33
0
0
36

%
8%
92%

No.
sites

1
6
29
0
0
36

%
3%
17%
81%

Some superficial soil surface scouring was observed, but these areas were relatively small
compared with pre-2001 erosion features and were almost exclusively found along the fringes of
the active channel. Existing flood bypass channels that cross the higher terrace areas experienced
negligible erosion, but some paddocks experienced loss of topsoil.

Sedimentation
The 2001 and 2017 Photo Point Audits confirmed that substantial sediment deposition was, and is,
a persistent feature of the Middle Pallinup. Old sediment plumes running parallel with the channel
were common and small and large river pools were choked with sand to varying degrees (Figure
26).
Some reaches have become accumulation areas for sediment and these are the long sediment slugs
that now characterize the river system. The scores for sediment deposition indicate that there has
been some increase over the 16 years (See Table 3: Channel quantitative change scores.). Sediment
deposition increased at 37.5% of the photo point sites. Nevertheless, the comparison of Photo Point
images showed that erosion of the active channel banks, flood terrace scours and by-pass channels
had been mild (11% of sites with increased bank erosion). This implies that fresh sediment is still
being mobilized at source and transported into the river. The river bed and banks are not
necessarily the primary source of that sediment with the tributaries also feeding sediment into the
river. The Upper Pallinup Area Catchment Appraisal ( 3 ) identified sandy duplex soil groups as
composing most of the area and these are vulnerable to erosion and loss into the creeks and river
systems.
The 2017 survey found that the river pools remained choked with sand although some short
reaches appeared to have been deepened in part. The turbidity of the water and the fact that water
levels were slightly higher (approximately 300 mm) compared with the 2001 survey, had to be
considered when estimating changes.

Sounness, S, and Whitfield, B. (2007), Upper Pallinup area: catchment appraisal 2007. Department of
Agriculture and Food, Western Australia. Report 277.
3
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Many of the wide river pools are now substantial reservoirs of sediment (Figure 26). There was
some evidence that large floods can move this downstream leaving deeper holes in the bed. Some
river pool plumes seen in the 2001 images have been maintained. The results imply that if sediment
sources in the catchment are even moderately stabilized, this could help with the re-excavation of
the choked river pools. The existing sediment would of course be moved further downstream and
eventually arrive at Beaufort Inlet, a process likely to take many decades if not a century or two. It
is known that the bed of the Beaufort Inlet in its upper reaches is anoxic from accumulations of fine
silt and organic matter already washed down the river. Field observations showed that some areas
that looked like sediment deposits on aerial images were in fact areas scoured to bare clay.
At the time of the 2017 survey the floodway had a dense covering of lush Sour-sob (Oxalis precaprae) and other grasses and these obscured some of the recent sediment deposition at the Photo
Points. The comparative sizes and shapes of the banks and flood benches were examined to
determine whether they had been added to or subtracted from through deposition or erosion.

Figure 26: Substantial pool infilling occurring on a small pool (top and middle) and large pool (lower). The
original pool boundaries can be seen by the lines of older Sheoak trees.

Sediment sources
The tributaries warrant some review since they are a source of sediment and are often targeted for
riparian re-vegetation and fencing as part of farm plans. The authors consider that river restoration
is best carried out in this top-down manner. There were eight named tributaries that are relevant
to the river survey: Twolganup Creek, Willemenup Creek, Kebaringup Creek, Jackitup/ Cadeleup
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Creeks, Martacup Creek, Gidgebetabup Creek, and Warperup Creek. In addition, there were several
smaller unnamed creeks. A few deep drains were encountered, but these did not appear to have
been highly impacted by the flooding nor appeared to have contributed much sediment to the
system.
Some tributaries entering the Pallinup survey reaches were observed to be contributing excessive
amounts of sediment into the river relative to the size of their sub-catchments. However, the actual
contributions are not easily determined given the patchy distribution and movement of sediment
down the channels. The infrequent large floods move coarse sediment accumulations relatively
slowly downstream. Sediments also tend to accumulate in low energy reaches of the floodway and
may also contribute to building or extending new channel features such as point bars that
characterize the inside bends of the channel. Obstacles can also trap sediment and road crossings
are a good example of this with sediment accumulating upstream of the crossing and bed and bank
scouring occurring downstream.
Potential sources of mobile sediment in the tributaries of the Pallinup River, at the reach scale, are;
•
•
•
•

The channel bed and banks.
Flood bypass routes and meander bend cutoffs (avulsion formation).
Sediment deposits from previous floods.
Movement of topsoil from farmland upslope.

The 30 - 40 year period following land clearing is a time during which stream channels adjust to the
new pattern of runoff and particularly the moderate seasonal storms in the modified catchment.
Nevertheless, rapid and massive changes to the floodway are dependent on the timing of the larger
floods.
The survey offered evidence that the Middle Pallinup River had moved past this high-risk phase and
that the changes in channel form due to the 1955 flood still define the floodway. The 2017 survey
provided evidence that the current form of the floodway is relatively stable with respect to floods
of the order of magnitude of the 1982 and 2017 events. Nevertheless, the fragmented distribution
of trees, predominantly Sheoak and the replacement of understory shrubs and sedges with annual
grasses, has weakened the floodway and erosion features indicate this. If the frequency of the rare
big floods increases these weaknesses can be exploited to aggravate erosion and introduce more
sediment into the system. This justifies re-vegetation projects to increase the density of vegetation
along the main river floodway and along the tributaries.
An important role of fringing riparian vegetation is to limit movement of sediment from the
valley slopes into the channel, especially from fragile top soils in nearby paddocks. For this
reason, riparian rehabilitation along the tributaries of the Pallinup can in principle be
considered as having a positive effect on the river. That effect is to allow river pools to be reexcavated and to improve aquatic habitat diversity.

Middle Pallinup River tributaries
Aerial images of the tributaries sub-catchments were examined to estimate the amount of remnant
riparian vegetation and evidence of rehabilitation along the dominant channel in each subcatchment (Table 6). It was felt that the percentage of unprotected stream length for each of
tributaries provided a surrogate indicator for flood erosion risk and therefore the potential for
sediment to be moved into the river. This assumption is based on the accepted principle that
riparian vegetation is critical for stabilizing stream channels, holding the bed and banks together,
controlling channel size and meandering and intercepting the movement of topsoil from the valley
slopes into the stream.
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The lengths of reaches that appeared to have been replanted and reaches with reasonable
vegetation cover were combined. There was a degree of subjectivity in deciding whether a reach
had sufficient riparian vegetation, natural or planted, to be considered modest protection. Reaches
with no or sparse tree cover and reaches with narrow fringing cover compared with the observed
channel width, were considered essentially unprotected. Fencing that excludes stock from the
waterways is also an important rehabilitation action but this was not assessable from aerial images.
For this reason, the figures for protection in Table 6 below are conservative. Other factors, such as
land use, valley form and bedrock also affect the stability of channels in different ways, but these
were also not assessable from the aerial images.
Table 6 provides an estimate of the proportion of the tributaries that have a modest level of
protection. This comprises two components, remnant native vegetation and plantings. Lumping all
the tributaries together indicated that approximately 18% of the reaches had some rehabilitation
planting and 35% had retained remnant fringing vegetation. Together these total 53% of the
dominant tributary channels. This does not account for the many small tributaries that can convey
sediment down the system.
Riparian rehabilitation along the tributaries of the Pallinup can in principle be considered to be
having a positive effect on the river in proportion to those figures. That effect is to regulate
sediment transport into the river and thereby allowing river pools to be re-excavated and to
improve aquatic habitat diversity.
Table 6: Estimation of the amount of remnant riparian vegetation and evidence of rehabilitation along the
dominant channels of tributaries entering the surveyed reach of the Pallinup River.

Nearest
Photo
Audit
Point

Tributary name

Channel
length
(Km)

Re-veg.
reaches
(Km)

Remnant
riparian
patches
(Km)

%
protection

Relative
Protection
rating

Cadalelup

-

23

6

4

45

Low

Upper Jackitup

-

22

7

3

47

Low

Jackitup below Cadelelup

PALL087

7

0

1

9

Poor

Devils Gully

PALL098

4

1

2

79

Good

Gidgelbetarbup Creek

PALL111

7

1

2

44

Low

Kailaitha Creek

PALL049

6

0

0

11

Poor

Kebaringup Creek

PALL137

7

0

3

41

Low

Warperup Creek

PALL148

69

5

26

45

Low

Martacup Creek

PALL122

3

0

2

66

Good

Martinup Creek

-

20

0

17

81

Good

Twolganup Creek

PALL021

36

14

17

86

Good

Unnamed Creek

PALL084

5

0

1

26

Poor

Unnamed trib.

PALL161

3

0

1

40

Low

Upper Pallinup

PALL017

20

0

6

32

Poor

Willemenup Gully

PALL034

16

12

0

78

Good

Yardup Creek

-

15

0

5

37

Low

TOTALS

262

47

91

18%

35%
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The largest tributary feeding into the Pallinup is Warperup Creek at the lower end of the survey
reach. A better understanding of the environmental condition of the Warperup would require a
more detailed on-ground survey. This was beyond the scope of this project. Observations at several
road crossings along its length suggested that the impacts of the February 2017 storm event were
mainly confined to the middle to lower reaches. Both the Warperup and Jackitup Creeks appeared
to have substantially increased the river discharge during the February flood as evidenced by large
erosion scours, large sand deposits and tree damage near the confluence. However, the relative
contribution of sediment from these tributaries is uncertain. Nevertheless, the stability of both subcatchments can be considered crucial to the environmental health of the middle and lower river.
There was little obvious evidence of extensive downslope movement of topsoil from adjacent farm
land along the survey reaches, however this may be a significant source for the many tributaries.
Small amounts over large areas may be a substantial. For example, a mere 1 mm of topsoil from an
area of 1 Hectare (10,000 square meters) is equivalent to ten cubic meters of soil by volume, a truck
load. However, assessing the relative contribution of this source of sediment was way beyond the
scope of the survey.
The conclusion is that the rehabilitation work is a significant contribution to improving the
condition of the river system.
A feasible goal is to have 90 - 100% of the main arteries protected with adequate riparian
vegetation cover as well as improving cover on many of the smaller streams wherever possible.

Figure 27: An example of active bank erosion at Jackitup Creek downstream of the Formby South Road crossing.
This would have contributed a considerable amount of sediment into the system. 04 November 2017.
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Figure 28: The re-vegetation along the fringe of Devils Gully, a small tributary provides a 'speed hump' for
sediment being washed off the nearby paddocks.

April 2017 Google Earth aerial imagery shows substantial bank erosion scour along the Jackitup.
The bare sediments indicate the path of greatest stream power and the part of the floodway
suffering the most disturbance. In places the flood cut across bends (Figure 29 and Figure 30). These
meander by-pass routes or chutes have been, and are a potential source of sediment. Substantial
sand deposition can be seen along the main channel. Large amounts of sediment have entered the
Pallinup River, but large sand slugs remain upstream in the tributaries.
The confluence of each tributary was examined during the field survey to determine if there was
any evidence that they are a significant source of sediment entering the main trunk of the river
(Table 7). Photos of the confluences are included in Appendix 7. Post February 2017 aerial imagery
covering Martacup, Kebaringup and Warperup Creeks was not available at the time of preparing
this report, but it was clear in the field that these are contributing substantially to the sediment
loads in the river.
Table 7: Presence of sediment in tributaries to the surveyed section of the Pallinup River.

Twolganup Creek
Willemenup Creek
Jackitup Creek
Gidgebetabup Creek
Martacup Creek
Kebaringup Creek
Warperup Creek

Sediment observed in the tributary
channel near the confluence with
the Pallinup River.
Slight
Significant
Significant
Significant
Slight
Slight
Significant

Sediment mobilization upstream
(aerial photograph interpretation)
Slight
Significant
Significant
Significant
2017 images unavailable
2017 images unavailable
2017 images unavailable
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Figure 29: 2017 Flood impacts on Jackitup Creek - upstream and downstream of Formby South Road.

Figure 30: Flood bypass route at a bend on the lower Jackitup Creek (April 2017). These areas can be a major
source of sediment.
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Future management of the Pallinup River will be both an art and a science, an exercise in large scale
landscaping with no quick fixes.

Part B is a separate document
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SUPPLEMENTARY DOCUMENTS
A number of supplementary documents accompany this report They have not been included in the
report text due to their size. These are;
1. Supplements 1-1 to 1-8 comprise documented images comparing the 2001 and 2017 Photo
Point Audit sites, site by site. The description of each site is limited to its location
coordinates.
• SUPP 1-1 Pallinup_Photo_Audit_Comparison_PALL018-040
• SUPP 1-2 Pallinup_Photo_Audit_Comparison_PALL041-059
• SUPP 1-3 Pallinup_Photo_Audit_Comparison_PALL060-079
• SUPP 1-4 Pallinup_Photo_Audit_Comparison_PALL080-099
• SUPP 1-5 Pallinup_Photo_Audit_Comaprison_PALL100-119
• SUPP 1-6 Pallinup_Photo_Audit_Comparison_PALL120-139
• SUPP 1-7 Pallinup_Photo_Audit_Comparison_PALL140-159
• SUPP 1-8 Pallinup_Photo_Audit_Comparison_PALL160-173
2. Supplement 2 MAPS “THE MIDDLE PALLINUP MAPS 2017” CONTENTS.
• Foreshore Condition Status: Pen-Scott grading – 4 maps 9
• Fencing Status – 4 maps
• Weed locations – 4 maps
• Channel Bed Stability – 4 maps
• Bank Condition – 4 maps
• Dominant Channel form – 4 maps
3. Supplement 3 are the Appendices “THE MIDDLE PALLINUP Appendices 2017”
Contents:
•
•
•
•
•
•
•
•
•
•

Appendix 1 - Photo Point locations 2017 1
o Comments on the relocation of the 2001 Photo Points
4
Appendix 2 – Observed flora and wildlife activity 4
Appendix 3 - weeds
4
Appendix 4 - Pen-Scott Foreshore Condition Rating
5
Appendix 5 - Field survey proforma: Morphological description 8
Appendix 6 – Field survey proforma: Photo Point record and veg description
Appendix 7 - Tributary confluences with the Pallinup main trunk. 12
Appendix 8 - artifacts and other interesting features
21
o Rubbish observed along the survey area 23
Appendix 9 - Geological maps of the Middle Pallinup River
24
Appendix 10 - Water quality data at confluences 25
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4. Supplement 4 are transcripts of stories of the Pallinup River related by landholders at a
community event “Stories of the Pallinup” in Borden on the 25th of July 2017.
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